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22-208. CLEARANCE, IDENTIFICATION, AND MARKER LAMPS AND
REFLECTORS REQUIRED.

(a) IN ADDITION TO THE OTHER EQUIPMENT REQUIRED BY
THIS TITLE, INCLUDING §§ 22-203, 22-204, 22-205, AND
22-206, THE VEHICLES MENTIONED IN THIS SECTION, WHEN
OPERATED ON ANY HIGHWAY, SHALL BE EQUIPPED AS STATED IN
THIS SECTION. ALL REQUIRED LAMP EQUIPMENT SHALL BE
LIGHTED AT THE TIMES MENTIONED IN §22-201.1 OF THIS
SUBTITLE. THE REFLECTORS ELSEWHERE ENUMERATED FOR THESE
VEHICLES SHALL CONFORM TO THE REQUIREMENTS OF §22-211(4)
OF THIS SUBTITLE.

(B) (n BUSES AND TRUCKS 80 INCHES CR MORE IN
OVERALL WIDTH SHALL HAVE:

(I} ON THE FRONT, TWO CLEARANCE LAMPS, ONE AT
EACH SIDE, AND ON THOSE MANUFACTURED OR ASSEMBLED AFTER
JUNE 1, 1971, THREE TIDENTIFICATION LAMPS MEETING THE
SPECIFICATIONS OF SUBSECTION (C) OF THIS SECTION;

(II) ON THE REAR, TWO CLEARANCE LAMES, ONE AT
EACH SIDE, AND AFTER JUNE 1, 1970, THREE IDENTIFICATION
LAMPS MEETING THE SPECIFICATIONS OF SUBSECTION (C) OF
THIS SECTION;

{III) ON EACH SIDE, TWO SIDE MARKER LAMPS,
ONE AT OR NEAR THE FRONT AND ONE AT OR NEAR THE REAR; AND

(IV) ON EACH SIDE, TWO REFLECTCRS, ONE AT OR
NEAR THE FRONT AND ONE AT OR NEAR THE REAR.

(2) TRAILERS AND SEMITRAILERS 80 INCHES OR
MORE IN OVERALL WIDTH SHALL HAVE:

(I) ON THE FRONT, TWO CLEARANCE LAMPS, ONE AT
EACH SIDE;

(II) ON THE REAR, TWO CLEARANCE LAMES, ONE AT
EACH SIDE, AND AFTER JUNE 1, 1971, THREE IDENTIFICATION
LAMPS MEETING THE SPECIFICATIONS OF SUBSECTION (C) OF
THIS SECTION;

(I1I1) ON EACH SIDE, 1TIWO SIDE MARKER LAMPS,
ONE AT OR NEZAR THE FRONT AND ONE AT OR NEAR THE REAR; AND

(IV) ON EACH SIDE, TWO REFLECTORS, ONE AT OR
NEAR THE FRONT AND ONE AT OR NEAR THE REAR.

(3 TRUCK TRACTORS SHALL HAVE ON THE FRONT,
TWO CAB CLEARANCE LAMPS, ONE AT EACH SIDE, AND AFTER JUNE
1, 1971, ALL OF THESE VEHICLES SHALL HAVE 1IN ADDITION
THREEZ IDENTIFICATION LAMPS MEETING THE SPECIFICATIONS OF
SUBSECTION (C) OF THIS SECTION.

(4) MOTOR VEHICLES, TRAILERS, SEMITRAILERS,
AND POLE TRAILERS 30 FEET OR MORE IN OVERALL LENGTH SHALL



